Miernik diaghostyczny, skaner OBD2 Konnwei KW320
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Marka:
Konnwei

Producent:

LECHPOL ELECTRONICS
LESZEK Spotka
komandytowa

Kod produktu:
KW320

Kod EAN:
5901890096966
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Make the Diagnosis Easier
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Read Codes
Erase Codes
DTC

Monitor reset Read & Clear

/M Readiness

Data Stream

Freeze Frame

02 Sensor Test
On-Board Monitoring
Evap System{modes8)

02 Sensor Live Trouble Codes
Test Datastream Library




Four Key Easy to operate
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Engine Failure never become a big problem

KW320

full function

v 1. Read Codes

v 2. Erase Codes

v/ 3. Live Data

v 4. View Freeze Frame
v/ 5. 1/M Readiness

v 6. 02 Monitor Test
v 7. On-Board Mon. Test
v 8. Component Test
v 9. Vehicle Info.

v/ 10. Modules Present
v/ 11. Unit of Measure
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Multi-languages Clear fault code

02 monitor test Engine test

Work on ALL 12V OBD Il certified vehicles,
Including domestic and imported Gasoline and Diesel.
Hybrid and electric vehicles are not supported.




Why the fault light is on ?




Read the fault code directly to understand the cause of the car fault
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Erase Codes

Clearing the car's fault lights can temporarily restore the car
to normal (car failures need to be repaired immediately.)

Diagnostic Menu

Read Codes
Erase Codes
I/M Readiness

Data Stream

Freeze Frame

02 Sensor Test
On-Board Monitoring
Evap System(mode$8)




Data Stream

You can view all vehicle data to better understand the health of
the car. You can also select the data stream for ripple analysis
according to the situation to understand the changes in the car.
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Opis techniczny

Do silnikéw benzynowych i Diesla

Odczytywanie i kasowanie btedow

Biezgce odczyty parametrow samochodu

Testowanie czujnikow

Jezyk interfejsu: angielski, francuski, niemiecki, niderlandzki, hiszpanski, rosyjski, portugalski, wtoski, polski

Specyfikacja

Dane logistyczne
Gabaryt W001G001-A-3

GabarytMAX 4



Jednostka miary Ilos¢ Waga netto Waga brutto Szer. x Dt. x Wys.

szt. 1 szt. 0.2 Kg 0.32 Kg 20cm x4 cmx 16 cm

kart. 60 szt. 19.2 Kg 20 Kg 44cmx51lcmx4lcm
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