Miernik diaghostyczny, skaner OBD2 Konnwei KW808

Opis
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0BDIIAEDED SCANMER

[ENTER]=MERL
[ESC]-SETUP

OBDIVEOBD

Diagnostics

Dtc Lookup

Review Data

Marka:
Konnwei

Kod produktu:
KW808

Kod EAN:
6937357200101

System Setup
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Read Codes

Erase Codes

Data Stream

Freeze Frame

02 Sensor Test
On-Board Monitoring
Evap System

Vehicle information KONNWEe i
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DTC Lookup
Review Data
Print Data
System Setup
Tool Information

Review Data
3 Wondules Present N

System Setup

S Language |
Contrast
Unit Of Measure
Auto Power-Off
Beep Set
Tool Self-test

DTC lookug
Erase Previously P0000
Stored data to save [e=]-Left [=] -Right
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m [esc]-Exit
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Tool Information

KONNWEIF

Serial No : 1810787365
Burn Data: 2018/06/18
S/W Ver :V2.0.4
H/W Ver :V1.7.0
Lib Ver :V2.8.0




Tool Description

KONNWEI

DTC LOOKUP |

FB455

[#]-Mowe to choose
[%]-Change Disit
LENTERI-LonTiF
[ESCI-Exit r\

ESCBUTTON

Returns to previous menu OBDII/EORD

ENTER BUTTTON

Confirms a selection(or action)
from a menu list

LEFT SCROLL BUTTON

HELP BUTTON

Provides help information when pressed

RUBBER BUTTON

Protects the scan tool from drop,
abrasion and etc

UP SCROLL BUTTONJ

Moves up through menu and
submenu items in menu mode

RIGHT SCROLL BUTTOI\H

DOWN SCROLL BUTTOM

Move cursor down for selection

POWER SWITCH J

Resets the scanner



Professional Car Doctor
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KONNWEeI’
| MainMenu = N

Diagnostioos
Lookup DTC
Revisar dados
Imprimir dados

Information
OBDII/EOBD

KONNWEeI

4 English | ‘

French
German
Dutch
Spanish
Russian
OBDIVEOBD

KONNWEeI

Nangusge |

Contrast

Unit Of Measure

Beep Set

Tool Self-test
OBDIVEOBD

/ languages:

English, French, German, Dutch
and Spanish,Portuguese, Russian .
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OBDIIAZEOED SCANNER

[ENTERI-MENU
[ESCI-SETUP

OBDI/EOBD

KONNWEI
KWW808 0BD2 Scanner

Full OBD2 FuncﬁonsJ

Diasnostic menu

Diaﬁﬁﬁgfig MEn U

d0n—EBoard Mon. Test
Component Test
Vehicle Info. i
Modules Present
Uit OF Measure




Premium Car Diagnostic Tool

KONNWE|
OBDII/EOBD SCANNER

[ENTER]=MENU
[ESCI-SETUF

OBDIVEOBD
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KONNWEIF

KONNWEI Original System, Anti-shock and slip material
Private Mould with cozy handheld feeling

Solid SAE standard 16 pin

OBD Il Connector




(1)Find the OBD2Port,plugin (2)Turn on the car by ignition
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(3)Navigate the buttons ,go for diagnose Find the check engine
issues and fix it
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Universal Gar Scanner

Compatible with all 1996 and newer vehicles

- 1996 |- 2001 |- 2009 |- NOW (b

KONNWei’
Diasnostic menu

[J0n-Eoard Mon. Test
Component Test
Yehicle Info. 7
Modules Prezent

Unit 0Of Measure

Engine shut off solenoid? Injector circuit open?  ntake qir temperature too high?
OBDI/EOBD



No Need To Search Online!

Show the fault codes and definition directly.

DTC LOOKUF
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Impressive Design

Other suppliers

thickness:0.20mm

rey

Cable tie

Cable tie



Details:
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OBDIIZEOBD SCANNER

[ENTER]-MENU
[ESC]-SETUP

OBDIVEOBD

7.79inch
(19.8cm)
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User Manual
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KONNWEeI
OBEDII/EOBD SCANNER

[ENTERI-MEMLU
[ESCI-SETUF

OBDIVEOBD

Packing Box

Polyester bag
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CEFETT g KWS808
KONNWEIF NEW SCAN TOOL OBDII

Opis techniczny

Do silnikéw benzynowych i Diesla

Odczytywanie i kasowanie btedow

Biezgce odczyty parametrow samochodu

Testowanie czujnikow

Zasilanie: z gniazda OBD2

Jezyk interfejsu: angielski, niemiecki, francuski, hiszpanski, portugalski, niderlandzki

Specyfikacja

Dane logistyczne

Gabaryt W001G001-A-1



Dane logistyczne

GabarytMAX

Jednostka miary
szt.

kart.

Ilos¢

1 szt.

25 szt.

Waga netto
0.56 Kg

18 Kg

Waga brutto

0.715 Kg

18 Kg

Szer. x Dt. x Wys.
185cmx7cmx25.5cm

46 cm x 56 cm x 37 cm
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