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Opis

Miernik diagnostyczny, skaner OBD2 Konnwei KW850

Uniwersalny skaner diagnostyczny dla pojazdéw samochodowych KM830 to niezawodne narzedzie , ktére umozliwia
petng kontrole nad stanem i wydajnoscig pojazdu. Urzadzenie jest kompatybilne z r6znymi typami silnikéw pojazdow, w
tym z benzynowymi, diesla i hybrydowymi o napigciu 12V.

KM850 wyposazone zostato w zaawansowang baze danych z ponad 8000 ogoélnymi definicjami kodow, dzieki czemu
umozliwia precyzyjne identyfikowanie przyczyny komunikatu "CHECK ENGINE" i potencjalng naprawe bez koniecznosci
wizyty w warsztacie samochodowym.

Skaner diagnostyczny jest rowniez niezastgpiony podczas corocznych testéw emisji i kontroli smogu, pomagajgc w
tatwym zaliczeniu tych procedur. Oferuje peten zakres funkcji diagnostycznych OBDII/EOBD, w tym testowanie
czujnikow O2, systemow EVAP oraz poktadowych systemoéw monitorowania.

Dzieki wyswietlaniu danych strumienia w formie wykresowej i numerycznej, mozesz doktadnie monitorowac¢ parametry
pracy pojazdu i identyfikowac potencjalne problemy z odczytami czujnikdw. To niezawodne narzedzie
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Please input DTC
P0000

The 1st range:P.C.B.U
The 2nd range:0.1.2.3
The others from O to F

Press[a] or [v] to change input,press[»] or [«] to

soloct position then press{«] to confirm
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Tool Description

7 Green LED
KONN wej @ Indicates tha engine systems are

running normally

Yellow LED

Indicates there is a possible problem

® Red LED
Indicates there is a possible

problem in one more of the
vehicle’s systems

ESC Button

Returns to previous menu
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Esc

I/IM Readiness key
Quick-checks State Emissicns
readiness and drive verification

Help Button
Provides help information and
Code Breaker function

OK Button

Confirms a selection from a menu list
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Toggle Button
Move cursor up/down/rightleft selection




I/M HOT KEY

Pess to display I/M readiness status
Get each emission monitor ready before state smog check
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N/A means not available on this vehicle
INC means incomplete or not ready
OK means Completed or Monitor OK

@ -not support
J -complete
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Support Multi-Language

9 languages: English, French, German, Dutch, Spanish,

Russian, Portuguese, Italian, Polish

You can choose any of the languages inside yourself

KONNWEe;’ ' KONNWEe;’

Tool Setup Language
Espafiol
Unit of Measure Deutsch

Beep
Device Self-Test Frangais

Pycckitin

Italiano

Dutch

Portugués
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life-time Free print and Upgrade

"ed versmn_ .ne click'to free upgrade softwa re



Tel: +86 13923862670 Emai

PRODUCT SUPPORT ABOUT KONNWEI

Google

www_konnwei.com

FAQs
Download Update Tool

Keep pressing any button of the scanner
BEFORE connecting it to your PC
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Opis techniczny

Do silnikéw benzynowych i Diesla

Odczytywanie i kasowanie btedow

Biezgce odczyty parametrow samochodu

Testowanie czujnikow

Zasilanie: z gniazda OBD2

Jezyk interfejsu: angielski, niemiecki, francuski, hiszpanski, wtoski, portugalski, polski, niderlandzki

Specyfikacja

Dane logistyczne

Gabaryt W001G001-A-1



Dane logistyczne

GabarytMAX

Jednostka miary
szt.

kart.

Ilos¢

1 szt.

25 szt.

Waga netto
0.55Kg

19 Kg

Waga brutto

0.75 Kg

19 Kg

Szer. x Dt. x Wys.
185cmx7cmx25.5cm

46 cm x 56 cm x 37 cm
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